
INSTALLATION INSTRUCTIONS: 
83-88 Bronco II Polyurethane Body Mounts

PART # 6394

CONTENTS:
2-2452   
2-2453   
2-2454

Mounting Order from front to rear:
Above Frame:
1. 2453
2. 2454
3. 2455
4. 2456
5. 2456

2-2455 
4-2456
8-2457
2-1/2" ID Flatwasher

Below Frame:
1. 2452
2. 2457
3. 2457
4. 2457
5. 2457

fJ
865.938.6696   www.dufftuff.com

6609 Bronco Lane
Knoxville, TN  37921

1/2   07/22

James Duff
The Bronco Experts since 1967

Inc.

Before Starting: Read all instructions before starting installation. Make sure the vehicle is on flat 
ground and wheels are chocked. Disconnect Battery

1.  Note all body mount positions and respective parts (mount size, type, washers, spacers, bolts, shims etc.) before and during 
disassembly.  You may have to reuse certain factory hardware pieces that are not included in this kit, like the factory shims.

2.  If mounting bolts and nuts are rusted, liberally spray with penetrating oil (i.e. WD-40), before removing.

3.  Support vehicle body properly before removing mounts.  Use a 2x4 about 2’ long (or any other suitable size) between jack and 
body panel to spread the weight load out so as not to damage the body. If needed, support the body in several areas.

4.  Loosen all bolts and nuts but do not remove.

5.  Working on one side of vehicle at a time, remove mounting bolt and nut and raise body only high enough to replace mount, 
never higher.  Also check other areas on body and frame to avoid any interference problems when raising body.  See Figure 1 on 
the back of this page.

6.  Replace mounts one at a time. Keep new mounts loose. After all mounts have been replaced torque bolts to factory specifications.

7.  After driving vehicle for about 1000 miles or off-roading, re-torque bolts again.  This is to insure that the bolts have not loosened 
due to initial settling that may take place.

Some Fords use a unique one piece stamped washer and sleeve assembly.  This type of assembly can sometimes be 
difficult to remove, especially on older vehicles.  Use Fig. 2 and instructions below to facilitate disassembly.

1. Remove body mount bolt from inside of cab.

2.  Thread the bolt back in from below into bottom nut/washer assembly until bolt is flush with inside of washer. This is to protect 
the threads during removal.

Bushing Diameters:

Front of Vehicle ^

1) Upper 1” x 2½” - Lower ¾” x 2⅜”
2) Upper 1⅛” x 3” - Lower 1” x 2¼”
3) Upper 1¾” x 2½” - Lower 1” x 2¼”
4) Upper 1½” x 2½” - Lower 1” x 2¼”
5) Upper 1½” x 2½” - Lower 1” x 2¼”
Sleeve Diameters:
1) Upper 1-3/16” - Lower ½” x ⅝”
2) Upper 1½” - Lower ⅞” x ⅝”
3) Upper 2” - Lower ⅞” x ⅝”
4) Upper 1¾” - Lower ⅞” x ⅝”
5) Upper 1¾” - Lower ⅞” x ⅝”
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Installation Difficulty
4 out of 10

Tool List:
-3/8” Ratchet

-18 inch 3/8” Extension
-15mm Socket (factory bolts)

-3/4” Socket
-3/4” Combination Wrench

-Hammer
-Punch
-Helper



LIMITED WARRANTY
 James Duff Inc. warrants our products to the original purchaser to be free from defects in materials and workmanship.  Warranty periods begin at the date of purchase and varies by product.  
Shocks have a limited lifetime warranty.  Headers, Radiators and Suspension Products, Power Brake Boosters and Master Cylinders have a one year warranty.  Adapters and soft goods 
such as upholstery, vinyl and rubber products have a 90 day warranty.  All warranties are to the original purchaser with proof of purchase only.  Such obligations under this warranty shall 
be limited to the repair or replacement, at JDI’s discretion, of any assembly or part which upon examination by JDI proves to be defective.  Any costs of removal, installation, re-installation 
or freight charges are expressly excluded from this warranty.  This warranty covers only manufacturers defects, and does not cover product finish or damage resulting from abuse, misuse, 
negligence, racing, alteration, accident or damage in transit. All returns must be pre-authorized by JDI and accompanied with a Return Goods Authorization Number (RGA) and a dated 
proof of purchase.  Returns must be made within 30 days of arrival, packaged sufficiently to prevent damage in shipment and sent prepaid to JDI, 6609 Bronco Lane, Knoxville, TN 37921  
Returns without an RGA# will be refused. This warranty is expressly in lieu of all other warranties, expressed or implied, including the  implied warranties of merchantability and fitness for 
use.  This warranty gives you specific legal rights including other rights that vary from state to state.  Some states do not allow limitations on how long an implied warranty lasts, or do not 
allow the exclusion of limitation of incidental or consequential damages, so the above limitations and/or exclusions may not apply to you. 2/2

3.  Insert punch into body mount from inside cab.  Drive bottom washer/sleeve assembly downward away from top assembly.

4.  Lip on sleeve of bottom stamped washer/sleeve assembly may have become mushroomed especially on older vehicles.  Be-
fore reinstalling this part remove mushroomed lip to avoid any interference fit problems.

Note: Sometimes the mount will fail only removing the nut from the lower mount half. If this happens the mount will have 
to be cut in half to be removed.

On the rear 4 body mounts the frame is in the way to thread the bolt in the from the bottom side of the mount. Thread 
the factory bolt back into the mount from the top 3-4 turns & knock it down from inside the cab with a Hammer. (This will 
deform the head of the bolt and will need to be replaced if it’s to be reused.


